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1. What is Mobile Connection Manager? 

Mobile Connection Manager is a free software that provides a smart manage of your Wi-Fi or 3G 
connections and gain mobile access to data services such as Internet, corporate Intranets or E-mail and 
o2 services with the same speed as a fixed workstation. 

o2 provides mobile access at speeds equivalent to ADSL through the use of UMTS/3G technology and 
the new HSPA/3.5G+/HSPA+ technology, while ensuring maximum coverage of the GPRS/EDGE 
network. 

Mobile Connection Manager is available in different versions, thus allowing you to use it with multiple 
terminals and operating systems. With this tool, you can connect from a number of devices, such as 
laptops or netbooks, using USB Modems, Embedded 3G Modems or with a telephone. 

The aim of this guide is to summarize the basic concepts for installing, setting up and using Mobile 
Connection Manager in its editions for Mac OS X. 
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2. Installing the Software 

 

2.1. Requirements for Installation 

The minimum requirements for your computer to be compatible with the service Mobile Connection 
Manager for Mac OS X are as follows: 

¶ Mac OS X 10.5 - "Leopard" 

¶ Mac OS X 10.6 - "Snow Leopard" 
 

Mobile Connection Manager requires to be an o2 customer and have activated the GPRS/3G service. To 
find out about this, you can call o2 Customer Support service. 

 

2.2 Installation Components 

Mobile Connection Manager application consists of a single executable file that automates the 
installation of its components. The installation is composed of the following: 

¶ Mobile Connection Manager main application. 

¶ EMGPRS generic script permitting different telephones to connect to the computer using 
Bluetooth or a USB cable. 

¶ HelperTool, a tool to perform privileged operations. This tool is one that takes care of all 
privileged operations that require permits in the operating system. 

¶ Drivers enabling the Mobile Internet Device to function properly with the operating system. 

We recommend that you exit the application, if it is running, before installing Mobile Connection 
Manager. 

 

2.3. Installation Process 

Some operations may require you to identify yourself as the Administrator in the operating system. 

The steps for correctly installing Mobile Connection Manager are defined below. 

1. Plug your self-installing Mobile Internet Device into the USB 2.0 port of the computer you want to 
use. Next, double-click on the shortcut to the connection device, named o2, which was created on 
the desktop. A window will open to show the Mobile.Connection.Manager.mpkg installer. 
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2. Double click on Mobile.Connection.Manager.mpkg and a welcome screen for the Mobile 
Connection Manager installation program will appear. Click on Continue to begin the installation. 

3. The program will now show you the disk drives that are available to copy the necessary files. Select 
the destination unit that you prefer and click on Continue. 

4. At this stage, the installation program gives you the option of a basic installation, i.e. an installation 
with the elements needed for the application to work correctly, by clicking on the Update button; 
there is also a personalized installation option. If you want to select which device drivers should be 
installed, click on the Personalize button. 

5. Once Mobile Connection Manager has been installed, you need to restart your computer to 
complete the installation process. Click on Restart to finish the installation. 
 

Refer to the Troubleshooting section if you have any questions or problems during the installation 
process. 
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3. Installing the Hardware  

Before installing and configuring your Mobile Internet Device, make sure that you have installed the 
Mobile Connection Manager software correctly. This process is described in Installing Mobile 
Connection Manager software section. 

 

3.1. Requirements for Installation 

To install the application, you need the following: 

¶ Apple Macintosh computer (PowerPC G4 or Intel processor) with a free USB 2.0 port for a 
Mobile Internet USB Modem, or connection port for the phone to be used (Bluetooth, USB). 

¶ Mobile Internet Device. 

¶ Telephone with a GPRS/3G connection.   

¶ SIM card activated in the o2 GPRS/3G service. 

 

3.2. Mobile Internet Device 

Once the software has been installed, and whenever you start up Mobile Connection Manager, the 
operating system will automatically detect when a Mobile Internet Device is plugged in to your 
computer.  

1. Insert the o2 SIM card into your Mobile Internet Device. 

The way to insert the SIM card in the Mobile Internet Device, and the color and status of their LEDs, may 
vary according to the model in question.  

2. No specific configuration is needed before insertion for Mobile Internet Devices. Simply insert 
the modem into the USB 2.0 port, and it will be automatically recognized by the system and the 
application, as long as the drivers for these devices were installed when you installed the 
program. 

3. The start-up process will begin after the Mobile Internet Device is inserted. The LEDs on the 
modem will light up to indicate that the process is started (note that the LED color and status 
may vary depending on the model of the Mobile Internet Device). 

4. After starting up the mobile Internet card or modem, you need to register the SIM card with 
the o2 network. To do this, enter your PIN code for your SIM card when the system prompts 
you to do so. 

You only have three tries to correctly enter the PIN code for your SIM card, so take care when entering 
the PIN numbers. 
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3.3. Telephone with Bluetooth 

Once you have installed all the software, to connect your Bluetooth phone to your computer the first 
time you start the Mobile Connection Manager application or when you change phones, you need to 
configure the Bluetooth connection for the phone that you want to use with Mobile Connection 
Manager. 

The first time you connect your computer with a Bluetooth phone, you should follow the steps 
described below: 

¶ Click on the Bluetooth icon on your computer and select the option Set Up Bluetooth device. 
Also, ensure that the Discoverable option is activated on both the phone and the computer.  

¶ Now follow the steps indicated by the assistant.  

¶ Since you will be connecting with a telephone, select this option. 

¶ At this point the assistant should have detected your telephone. If it is on the list, select it and 
click on Next. 

¶ When the preliminary checks have finished, the system will generate a random number that 
will be the numerical password that you should enter into the telephone. When you have 
finished keying the numbers into the telephone, the process will continue when you click on 
Next. 

¶ Now the assistant will configure the connection you want to make and the way in which it will 
be made. You can accept the default options the assistant offers. 

¶ Lastly, the system will request some connection details. You do not need to fill in this 
information, because Mobile Connection Manager will do it for you; click on Next to finish the 
installation.  

 

3.4. Telephone with USB 

Once you have installed the Mobile Connection Manager application ond your computer, you can 
connect your telephone using a USB cable. 

¶ Plug one end of the cable into your telephone and the other into the USB port on your 
computer. The system will now detect the devices (plug & play detection) and you can select 
the device that you want. If you do not select one, you can do this further on by going to 
Preferences >> Devices and select your phone on the drop-down list. 

¶ The name of your telephone will appear on the Preferences >> Devices screen. If various 
telephones are associated, you will see them on the drop down list; select the one you want 
and Mobile Connection Manager will use it as the modem. 
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4. Using Mobile Connection Manager 

 

4.1. How to start up Mobile Connection Manager 

In Applications section, you will see the Mobile Connection Manager desktop icon. Double-click it and  
Mobile Connection Manager application will be opened. Once done, at the system taskbar you can see 
the Mobile Connection Manager desktop icon ready for operation. 

 

Figure 1. Toolbar (Dock) for the Mac OS X operating system. 

Mobile Connection Manager includes an automatic alert service that can show information on 
application upgrades or new drivers and firmware for the connecting devices; once a connection is 
started, the application will search, by default, to see if a new notification exists and if it does, it will 
display it.  You can deactivate this feature in Preferences >> Options >> Mobile Connection Manager 
tab. 

Mobile Connection Manager also includes multi-language support, including the following languages: 
Deutsche and English. To change the language, from the dock, go to System Preferences and then 
select the International option. Close the Mobile Connection Manager application and reopen it to 
check that the language has changed. Notice that the language change has a global effect on the entire 
system, which is now displayed in the language you have chosen. 

First time you start Mobile Connection Manager, Wi-Fi profiles that you have stored on your computer 
will be imported, and if there are data from a previous version such as configuration options, 
connections, contacts, SMS, the application will prompt you for confirmation to keep or remove such 
data. 

In this meaning, in Snow Leopard passwords for access to wireless networks are stored in the Keychain 
(Applications> Utilities> Keychain Access). When Mobile Connection Manager imports Wi-Fi profiles 
previously defined in the system (if AirPort is turned on), a message requesting permission to carry out 
the operation. Applications cannot access the passwords associated with any Wi-Fi connections defined 
through the operating system without your permission. The access request message to a keychain, has 
the following options: 

¶ Always Allow: This option allows Mobile Connection Manager always recover the password 
without asking again.  
 

¶ Deny: denies access, Mobile Connection Manager will not import the password associated with 
Wi-Fi network. 
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¶ Allow: this option provides access only this time and will ask it again when needed. If you want 
to allow Mobile Connection Manager access the password information associated with Wi-Fi 
networks defined by the operating system and, therefore, do not ask it to connect, recommend 
selecting the option Always Allow. 

To find out more in detail the operation of the Keychain Access, you can check the following information 
http://docs.info.apple.com/article.html?path=Mac/10.6/es/9069.html 

For statistical purposes, Telefónica o2 Germany processes anonymous user details related to the use of 
Mobile Connection Manager services, connection details, operating system and software versions, for 
the sole aim of identifying possible improvements in the services and enhancing user-friendliness. No 
personal details are processed under any circumstances. 

 

4.2. Composition of the Graphic Interface 

Mobile Connection Manager main window is composed of three different zones: 

 

Figure 2. Mobile Connection Manager main window. 

¶ General Zone. This zone shows the device connection used, traffic meter with consumpted and 
available data, and Settings and Help buttons 

¶ Services Zone: Here you can access all the available services offered by Mobile Connection 
Manager. 

¶ Connectivity Zone: Here you can connect and check information on the active connection. 

A series of popup messages will appear whenever something happens; for example, whether you 
receive a SMS, whether the preset GPRS/3G traffic level has been reached or whether there has been a 
problem establishing the connection or it has ended unexpectedly. 

 

http://docs.info.apple.com/article.html?path=Mac/10.6/es/9069.html
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General Zone 

 

Figure 3. General zone detail. 

General zone is placed on top of main window of Mobile Connection Manager; from here you can access 
to general options. Into General zone, there are distinct zones: Device zone, Traffic data meter and 
Preferences and Help buttons.  

¶ Device zone: in this place, you can see a button with the device brand, an icon that shows the 
GPRS/EDGE/3G/3,5G/3,5G+ or HSPA+ coverage level and the operator. If you are in roaming 
mode, you can see an icon triangle.  

By clicking on the button with the device brand, a contextual menu shall appear. This menu 
shall offer you the following options: 

o Deactivate/Activate PIN: Here you can decide whether the program should request 
the PIN code for your SIM card or not, every time you connect. To do this you simply 
need to enter your current PIN. 

o Change PIN: To change the PIN code on your SIM card you simply enter the old PIN for 
your SIM card and then you also enter the new PIN that you want to set up. 

If you deactivate the PIN code on your SIM card, when you insert the SIM card into another telephone, 
the PIN code will remain deactivated. 

o Network technology selection: The option we recommend the most, which is set up 
by default, is Automatic, but if you want you can program Mobile Connection 
Manager to only connect to the type of network you want. 

o Operator selection: Mobile Connection Manager automatically connects to the o2 
network, but if you would like to select the operator you are going to connect with, 
press Manual. After performing the search, you simply choose the operator you want 
from the list the program provides and press Select. 

o Turn on/off the device. 

¶ Traffic data meter: In this zone you can see your available and total data purchased and data 
consumption. Check Traffic section for further information. 

¶ Preferences: Here you can configure all the options of Mobile Connection Manager application. 
See Preferences  section for further information. 
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¶ Help: Here you can see what version of the application you are using, and get help on how to 
use Mobile Connection Manager correctly. See the Help section in this document. 

Services Zone 

Service zone is located on a horizontal strip on the right and contains icons that give access to the 
services provided by Mobile Connection Manager. 

 

Figure 4. Services zone detail. 

¶ SMS: You can send and receive SMS from your computer with the SMS service if you connect with a 
Mobile Internet Device. If you connect using a telephone, you may only send messages. 

¶ o2online: This service allows access to http://www.o2online.de website. 

¶ Favourites: This service consists in a series of preconfigured accesses to the services of o2 and 
access to the applications and services defined by the users. See Favourites section for further 
information. 

¶ Contacts: This service enables you to store and see on your computer information about your 
contacts, whether they have been imported from different sources and applications. See Contacts 
section for further information. 

¶ o2credit: When using a prepaid SIM card, Mobile Connection Manager can manage your credit and 
purchase new packs. 

 

Connectivity Zone  

 

Figure 5. Connectivity zone detail. 

http://www.o2online.de/
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In this zone the application window shows tags with general information on the connection you are 
using. This information is updated automatically. The following data is shown: 

¶ Connection. Once connected, shows the name of the active connection you are now using to 
connect to Mobile Connection Manager, its status (connected o disconnected), and the 
strength of the signal and its speed.  

¶ Available networks. By clicking on this button, a list of the available networks shall be shown. 
The signal quality is represented by an icon to the left. If it's a 3G network, its name appears 
ƴŜȄǘ ǘƻ ȅƻǳǊ ƴŜǘǿƻǊƪ ǘŜŎƘƴƻƭƻƎȅ όDtw{Σ 95D9Σ оDΧύΦ LŦ ƛǘϥǎ ŀ ²ƛ-Fi, to the right is an icon 
indicating their level of safety (secure network or unprotected network). Select the network 
you want to connect and then click on Connect button. 

¶ Connect. By clicking on Connect button you can establish a connection through the smart 
connector manager, according to the order established. Check My Internet connections for 
further information. 

Mobile Connection Manager lets you connect to through different types of connections: 

¶ GPRS/EDGE/3G/3.5G/3,5G+/HSPA+: Allows connecting to the GPRS/EDGE/3G/3,5G/3.5G+ or 
HSPA+ o2 network. 

¶ Wi-Fi: Allows connecting to any of the Wi-Fi networks within reach at the time. You can use 
Mobile Internet Devices with Wi-Fi technology or the Wi-Fi technology on your computer. 

Due to operating system features, you can only disconnect from a Wi-Fi network by turning off AirPort. 

¶ LAN: An IP address (assigned by your Internet service provider) is detected by the application 
and it is used access to the services of Mobile Connection Manager. If the application finds that 
a LAN connection is available, this will let you use the services through a LAN wherever possible 

For more information on how to Create or to Eliminate connections or change their order of preference, 
see the section My Internet connections. 

 

Pop-up Messages (Toasters) 

If you have a Mobile Internet Device selected as the connection device and it is properly registered in 
the network, whenever you receive a SMS with Mobile Connection Manager, a toaster window will 
appear at the bottom.  

Toasters will appear too if Mobile Connection Manager detects a problem establishing the connection or 
whether it has ended unexpectedly.  

Traffic alerts are also displayed through pop-ups, if the volume data limit is reached or if you set a 
percentage thereof. 
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In some cases, these messages you receive will be clickable and clicking on them with the mouse will 
open a Mobile Connection Manager service (for example, receive a message that includes a phone 
number and can add to the Contacts service) or directly opens the Internet browser. 
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5. Mobile Connection Manager Services 

Depending on the services you selected in the installation process, these will be available in the service 
area of o2 Connection Manager main window. 

 

5.1. SMS 

With the SMS service you can send and receive text messages with your Mobile Internet Device and 
your Mac. SMS service offers you the possibility of sending text messages to the contacts stored in your 
Contacts and saving all the messages sent and received.  

In the application header, you can find a menu bar with a New, Reply, Forward, Delete, Mailboxes and 
Chat buttons.   

When you click on New a window opens in which you can write a new message. You can write the name 
of the contact to whom the message will be sent in the To: box, and the lower box is for writing the text 
of your message. If you click on Contacts, you will see a new window with all of the contacts you have 
saved in Mobile Connection Manager (remember that Mobile Connection Manager application shares 
ƛƴŦƻǊƳŀǘƛƻƴ ǿƛǘƘ ȅƻǳǊ aŀŎΩǎ ŎƻƴǘŀŎǘǎύΦ LŦ ȅƻǳ ŘƻǳōƭŜ ŎƭƛŎƪ ƻƴ ŀ ŎƻƴǘŀŎǘΣ ƛǘ ǿƛƭƭ ōŜ ŀŘŘŜŘ ǘƻ ǘƘŜ ƳŜǎǎŀƎŜΩǎ 
send-to list. You will find that you can select multiple contacts by using the mouse and pressing the 
<cmd> key. If you do not wish to send the message right away, you can click on the Draft button and a 
copy of the message will be saved to be sent or edited later. You can also check the Ask for delivery 
confirmation from this page if you want to receive confirmation.  

When you receive a message, you can reply to the contact who sent it by clicking on Reply, or send it to 
a different contact by clicking on Forward. Either option will make a New message window appear so 
that you can add necessary information and send the message. You also have the option of eliminating 
messages, whether sent or received, by clicking on Delete. 

When you click on Mailboxes, the left panel will display a view of the Inbox, Outbox, Sent, Draft, and 
Sent errors folders; in the right panel, you will see the list of messages, which will show the sender or 
addressee, the message content, and the message date.  

When you click on Chat, you will see the messages that you have exchanged with your contacts grouped 
together so that you can follow up on them in chronological order. The left panel will show you the 
contacts with whom you have exchanged messages listed in alphabetical order. If the contact appears in 
your Mobile Connection Manager Contacts ǎŜǊǾƛŎŜΣ ǘƘŜ ŀǇǇƭƛŎŀǘƛƻƴ ǿƛƭƭ ǎƘƻǿ ǘƘŜ ŎƻƴǘŀŎǘΩǎ ƴŀƳŜ ƛƴǎǘŜad 
of the telephone number. The right panel will show the messages that you have exchanged with the 
selected contact, in chronological order, in a conversation window; as with a chat program, you can 
continue the conversation with the selected contact by writing messages in the lower part of the 
window and clicking on Send.  

Messages that could not be sent, due to lack of coverage or having the Mobile Internet Device 
disconnected, will automatically be saved in the Outbox folder and will be sent as soon as the Mobile 
Internet Device is available or has enough coverage.  
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5.2. Contacts 

Contacts service offers you the option of saving and viewing information about your contacts on your 
computer. This includes the contacts that you saved in Mobile Connection Manager and those that you 
can import from other sources and services, such as the SIM card of the Mobile Internet Device that you 
are using. Mobile Connection Manager Contacts service is integrated with the Contacts service on your 
Mac computer, thereby sharing the information with complete transparency.  

By default, the fields defined for each contact are: name, telephone number and E-mail address. 

You can use the button bar to create a New contact, or modify a contact with the Edit button. The 
Delete button will erase the contact. You can also Send E-mail and/or Send an SMS to the contact that 
you have selected. By right clicking with the mouse in the contact list, you can also access the context 
menu where you can perform all the actions described above.  

You may also Import contacts from the SIM card itself, whether you connect using a Mobile Internet 
Device or mobile phone.  

Note that if you double click on a contact, a window will open so that you can edit their details. You can 
also delete or send an E-mail to more than one contact with the mouse and the <Shift> or <cmd> keys. 

You can use the Search tool at the top right-hand corner of the window to quickly and easily find any 
contact, as the results of the search are filtered in the contact list, showing you while in progress the 
coincidences in all fields (note that the coincidence starts to operate from the first character you write). 

 

5.3. Favourites 

Favourites is the quick way of finding and using your Internet address or favorite applications in Mobile 
Connection Manager. Clicking on Favourites you will enter to the service window where you can see all 
accesses configured by default. Here you can add new favourites and edit its settings. 

 

5.4. o2credit 

When using a prepaid SIM card, Mobile Connection Manager is the ability to manage your credit and 
purchase new packs. To get into the prepaid credit and service area, please click on the main screen on 
the accounts and services.  

Here you will find the following choices: 

¶ Packs and packaging company. Find out here about adding the status of your booked packs 
and book the new packs. Just follow the instructions of the Mobile Connection Manager. 

¶ Balance inquiry. This button launches your credit request. Your available prepaid balance will 
be displayed. 
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¶ Recharge credit. Click here to redeem your voucher. Then enter the number printed on the 
voucher and confirm with OK button. 

5.5. o2online 

Clicking by o2online icon, from the dock-main window application, you can access to 
http://www.o2online.de website. 

 

 

http://www.o2online.de/
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6. Preferences 

You can personalize Mobile Connection Manager by clicking on Preferences, located at the right-upper 
bar of the main application window. 

 

Figure 7. Preferences button. 

 

6.1. Options 

Mobile Connection Manager  

¶ Start-up. By default, Mobile Connection Manager launches whenever the session starts up. If 
you wish to deactivate this feature, just uncheck the option Launch Mobile Connection 
Manager when I start up my computer.  

¶ Connection. In this section, you can also tell the application how to behave if it loses an active 
GPRS/3G connection. Select Automatically reconnect when the connection is lost and Mobile 
Connection Manager will try to automatically regain the last GPRS/3G connection if it is lost. 
Also, you can set Connect to the Internet when I open Mobile Connection Manager. 

¶ Updates. Select the option Automatically check for updates and news when I connect to 
activate the service of automatic notifications that can show information on application 
upgrades or new drivers or firmware for the devices. Press Show updates and news to check it 
manually. 

 

My Details 

Mobile Connection Manager can detects automatically if you are a prepaid or postpaid user. 

In this tab you can set the data for mobile internet service. Yo can select type the connection do 
you use, Prepaid or Postpaid; In this last case, you can set your monthly data allowance 
(excluding Wi-Fi connections) and the billing date from the drop-down lists. 

In order to select Prepaid o Postpaid mode is necessary for the SIM card is properly inserted in the 
Mobile Internet Device and it is connected to the computer. 
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If you are a Prepaid customer Alerts settings and Traffic zone from main window will be disabled. 

Networks and SIM card 

¶ PIN  

o Turn on / off PIN: Here you can decide whether the program should request the PIN 
code for your SIM card or not, every time you connect. To do this you simply need to 
enter your current PIN. 

o Change PIN: To change the PIN code on your SIM card you simply enter the old PIN for 
your SIM card and then you also enter the new PIN that you want to set up. 

If you deactivate the PIN code on your SIM card, when you insert the SIM card into another telephone, 
the PIN code will remain deactivated. 

¶ Network selection: The option we recommend the most, which is set up by default, is 
Automatic, but you can program Mobile Connection Manager to only connect to the type of 
network you want clicking on Manual (UMTS/3G only, UMTS/3G preferred, GPRS/2.5G only, 
GPRS/2.5G preferred). 

¶ Choosing a network abroad: Mobile Connection Manager automatically connects to the o2 
network, but if you would like to select the operator you are going to connect with, clicking on 
Manual. After performing the search, you simply choose the operator you want from the list 
the program provides and press Choose. 

 

6.2. Display 

You can check those services and favorites that will be ready in the menu area of your dock. Have in 
mind that the fisrt four will be shown, but the rest will be displayed under the menu displayed after 
clicking the More button.  

You can sort the order of your services using the arrow buttons beside the list. Besides you can also 
select a service with your mouse and drag it and drop to the place you want. 

 

6.3. Devices 

Here you can select the preferred GPRS/3G device or the telephone that you want to use to connect to 
Mobile Connection Manager. To do this, select the device that you want to connect with from the drop-
down list. 

 

6.4. Internet connections  

In this section you can create new GPRS/3G and Wi-Fi connections and change their parameters.  
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Mobile Connection Manager includes one predefined GPRS/3G connection, called o2 Internet.  
Remember that the predefined connection cannot be deleted or modified. 

You can change the order of the list by selecting a network type first, then select a connection and then 
click on the up or down arrows, or by using the mouse to drag and drop the connection to the desired 
position. Click on Reorder to change the networks preference order (WWAN, LAN or Wi-Fi). 

You can also add new connections, edit, delete, import or export them.  

 

How to add or change a GPRS/3G connection  

In order to add or modify a connection, first you need to enter some configuration details for 
each connection. These are: 

¶ Identification: In this tab, you can set the connection name, username and 
password for network authentication. The Request password to connect option 
means the password is requested at connection, so it is not stored on Mobile 
Connection Manager (if it is sensitive information, for example). 

¶ Connection details:  In this section you can specify the profile to use. 

¶ Network Configuration. 

o Internet Access Proxy: The activated option by default is Do not use 
proxy in the connections. However, here you can configure the proxy 
parameters that you want.  

o Domain Names Server: If you choose the Server addresses assigned by 
the network option, it is assumed that the domain name service is 
automatically configured in the connection process. If you select the 
manual option, you have to enter the primary and secondary servers and 
the search domains. 

If you do not know some of these details, you need to ask the network administrator.  
 

If you access through a corporate Intranet or another type of network, contact your network 
administrator for this information. 

 

Internet browsers that do not read the proxy configuration for the system must be manually configured 
according to manufacturer specifications. At the time of writing this manual, only Safari, which is 
installed by default in all Mac OS X distributions, reads this proxy configuration.  

 

How to add or change a Wi-Fi connection 
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You can define new connections by pressing [+] button. 

Remember that you always have available the option of configuring the connections you want 
by pressing Modify. Preconfigured Wi-Fi connections cannot be deleted or modified.  

If you want to connect to a Wi-Fi network, you should first press on [+] and then press on Show 
networks; a list will appear with all the networks you have coverage for. You should only 
choose the one you want and press Select. If the network is hidden, enter the network name 
(SSID) and select Wi-Fi network hidden option. 

In the Security section, you can select the supported Encryption (Open, WEP, WPA Personal, 
WPA2 Personal). Note that the possible Encryption options will drop down, depending on the 
Authentication mode selected. 

You can also see the password characters that you enter by activating the Show password 
option. 

To save changes, you must authenticate by clicking on the Padlock button. See more 
information about how to save passwords in Wi-Fi in How to start up Mobile Connection 
Manager section. 

Wi-Fi network access may require additional information, such as a password. You should contact your 
network administrator to find out this information. 

 

Mobile Connection Manager only supports Wi-Fi connection management if you use Mac OS X 10.6 
"Snow Leopard". Earlier Mac OS X versions are not supported. 

 

How to export connections 

Export connections allows you to generate a .tgcm file with the details on the connection 
selected. You can use this on another computer with Mobile Connection Manager by applying 
the Import option. 

To export a connection, access Preferences >> Internet connections, select a connection from 
the list and press the Export button. Then enter the name and place in which you want to save 
the file and press Save. This will generate a file that you can subsequently import at any time. 

The files that you can import and export by default for Mobile Connection Manager have the .tgcm file 
extension. 
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How to import connections 

Import connection allows you to add new connections to Mobile Connection Manager from the 
files with .tgcm extension. 

Once you have access Preferences >> Internet connections, press the Import button and a new 
window will open so that you can select the location of the file you want to import. This file will 
hold the information needed to configure the Mobile Connection Manager connection. You can 
also import by directly double clicking on the file with a .tgcm file extension. 

 

6.4. Services 

In this section you can uninstall services available in Mobile Connection Manager. To do that, click the 
checkbox near to the service icon.  Remember that you can install the service again at any time using the 
same process. Changes made here by installing or uninstalling services affect to the dock-main window 
services zone. 

 

SMS 

By activating the Use the following Short Message Center you can specify a different short 
message center from the default one. Also you can get a delivery notification activating Always 
request delivery notifications checkbox. 

 

Favourites 

You can add new Favourites, in addition to those that are already configured, by clicking on 
New and filling out the form. 

In addition, you can modify, delete or import and export existing Favourites by clicking on one 
of these buttons to the right of the shortcut screen. 

 

How to export Favourites 

Export Favourites creates a file with the extension .tgcm with the data necessary (URL address 
or application route and the data of the associated connection) to access your local applications 
and favorite Internet addresses. You can use this file in another computer with Mobile 
Connection Manager installed by using the Import option. 

You can export each of the Favourites on the list by selecting the shortcut and clicking on 
Export.  Then enter the name of the file and the place you would like to save the file and click 
on Save. 
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How to import Favourites 

Import Favourites lets you add new Favourites to Mobile Connection Manager quickly by using 
files with .tgcm extension.  

To import a Favourite, click on Preferences >> Services >> Install/Uninstall tab >> Favourites 
>> Import and select the location of the file with the .tgcm extension and click on Open. The 
file you just imported will then be added to the shortcut list. You can also import by directly 
double clicking on the file with .tgcm extension. 

 

6.5. Alerts 

The Alerts section allows notifying you when you have reached the specific level of GPRS/3G traffic that 
you determined previously, for o2 network or roaming. By default, Alerts are enabled and are 
synchronized with monthly data allowance and billing day options you specified at the My details tab. 

To set an Alert, select the volume of data from the dropdown list and then check the boxes to receive 
alerts when you reach the percentage of consumed data volume. 

The alerts will be showed through a pop-up message (toaster) 
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6. Traffic 

By clicking on the Traffic zone, located in Mobile Connection Manager main window upper zone, Traffic 
window will open. 

 

Figure 8. Traffic zone detail. 

Traffic window contains two tabs: Current Period and History. 
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Figure 9. Traffic. 

The Current Period tab informs you on the traffic data that was sent and received and the connection 
time (in minutes). In the same tab, you can see the Current Billing Period section which shows 
information on the total data transferred in the current billing period. It also indicates the number of 
messages sent (SMS). It shows information about data consumpted in Roaming traffic as well. 

In this tab, you can also select the day your monthly billing starts clicking on Change your billing day 
link. 

History tab shows graphically the total data transferred in the last 6 months, national and roaming and 
the transference data limit. Note that the History is associated to the SIM card therefore you will only 
see the accumulated data traffic for the specific SIM card you are using at a particular moment. 

Note that the counters for transferred traffic per connection, maximum speed and connection time are 
automatically set to zero when you disconnect. You can choose the day of the month that starts your 
billing period clicking by Change billing date button. 

Traffic measurement is approximate and it is a just estimation of the amount of data transferred. 
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7.  Uninstalling Mobile Connection Manager 

You can delete the Mobile Connection Manager installation files from your system; to do this, select the 
Mobile_Connection_Manager.app file on your computer and drag it to the recycle bin icon. 

For the installation to be more complete, from Finder, you can delete the script EMGPRS and the 
Helper-Tool by also sending them to the recycle bin; you also can keep these files in case you want to 
install Mobile Connection Manager at another time. 



                                         Mobile Connection Manager for Mac OS X - User 
Manual  

 

Page 27 of 35 

8. Mobile Connection Manager Help 

You can access the user guide from this window by clicking on the Help button. If you want more 
information, you can go to the o2 Customer Services web link: 
http://www.o2.com/about/o2_customer_service.asp 

This window also displays information about the Mobile Internet Device, manufacturer, firmware 
version and IMEI. You can also find information on Wi-Fi module built-in your computer. 

Mobile Connection Manager is owned by Telefónica Móviles España © 2011. All rights reserved. 

Mobile Connection Manager was designed by Indra Sistemas, S.A. 

Graphic components © 2002-2003 Snowmint Creative Solutions LLC. http://www.snowmintcs.com/ 

Some of the registered trademarks are owned by their respective manufacturers. 

 

SM2DGraphView License 

Permission to use, copy, modify and distribute this software and its documentation for any purpose and 
without fee is hereby granted, provided that the above copyright notice appears in all copies, and that 
both the copyright notice and this permission notice appear in supporting documentation, and that the 
copyright notice appears in any location where your own copyright notice is viewable by end users, and 
that the name of Snowmint Creative Solutions LLC not be used in advertising or publicity pertaining to 
distribution of the software without specific, written prior permission. Snowmint Creative Solutions LLC 
makes no representations about the suitability of this software for any purpose. It is provided "as is" 
without express or implied warranty. 

Snowmint Creative Solutions LLC disclaims all warranties with regard to this software, including all 
implied warranties of merchantability and fitness. In no event shall Snowmint Creative solutions LLC be 
liable for any special, indirector consequential damages or any damages whatsoever resulting from loss 
of use, data or profits, whether in an action of contract, negligence or other tortious action, arising out 
of or in connection with the use or performance of this software. 

 

AMRolloverButton License 

Copyright © 2004, Andreas Mayer. All rights reserved. 

Redistribution and use in source and binary forms, with or without modification, are permitted provided 
that the following conditions are met: 

Redistributions of source code must retain the above copyright notice, this list of conditions and the 
following disclaimer. 

Redistributions in binary form must reproduce the above copyright notice, this list of conditions and the 
following disclaimer in the documentation and/or other materials provided with the distribution. 

http://www.o2.com/about/o2_customer_service.asp
http://www.snowmintcs.com/
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Neither the name of the Andreas Mayer nor the names of its contributors may be used to endorse or 
promote products derived from this software without specific prior written permission. 

This software is provided by the copyright holders and contributors "as is" and any express or implied 
warranties, including, but not limited to, the implied warranties of merchantability and fitness for a 
particular purpose are disclaimed. In no event shall the copyright owner or contributors be liable for any 
direct, indirect, incidental, special, exemplary, or consequential damages (including, but not limited to, 
procurement of substitute goods or services; loss of use, data, or profits; or business interruption) 
however caused and on any theory of liability, whether in contract, strict liability, or tort (including 
negligence or otherwise) arising in any way out of the use of this software, even if advised of the 
possibility of such damage. 

 

CTGradient License 

Created by Chad Weider on 2/14/07. Copyright © 2007 Chad Weider. 

Some rights reserved: http://creativecommons.org/licenses/by/2.5/ 

 

BNZHex 

Created by Trevor Jones. Copyright © 2006, Big Nerd Ranch, Inc. All rights reserved. 

Redistribution and use in source and binary forms, with or without modification, are permitted provided 
that the following conditions are met: 
 

1. Redistributions of source code must retain the above copyright notice, this list of conditions 
and the following disclaimer. 

 
2. Redistributions in binary form must reproduce the above copyright notice, this list of conditions 

and the following disclaimer in the documentation and/or other materials provided with the 
distribution. 

 
3. Neither the name of Big Nerd Ranch, Inc. nor the names of its contributors may be used to 

endorse or promote products derived from this software without specific prior written 
permission. 

 
THIS SOFTWARE IS PROVIDED BY THE COPYRIGHT HOLDERS AND CONTRIBUTORS "AS IS" AND ANY 
EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OF 
MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE DISCLAIMED. IN NO EVENT SHALL 
THE COPYRIGHT OWNER OR CONTRIBUTORS BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, 
SPECIAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO, 
PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSINESS 
INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT 
LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF 
THIS SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE. 
 
 

http://creativecommons.org/licenses/by/2.5/
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Regexkit License 

Copyright © 2007-2008, John Engelhart. All rights reserved. 

Redistribution and use in source and binary forms, with or without modification, are permitted provided 
that the following conditions are met: 

1. Redistributions of source code must retain the above copyright notice, this list of conditions 
and the following disclaimer. 

2. Redistributions in binary form must reproduce the above copyright notice, this list of conditions 
and the following disclaimer in the documentation and/or other materials provided with the 
distribution. 

3. Neither the name of the Zang Industries nor the names of its contributors may be used to 
endorse or promote products derived from this software without specific prior written 
permission. 

THIS SOFTWARE IS PROVIDED BY THE COPYRIGHT HOLDERS AND CONTRIBUTORS "AS IS" AND ANY 
EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OF 
MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE DISCLAIMED. IN NO EVENT SHALL 
THE COPYRIGHT OWNER OR CONTRIBUTORS BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, 
SPECIAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO, 
PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSINESS 
INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT 
LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF 
THIS SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE. 

 

License BGHUDAppKit 

Copyright © 2008, Tim Davis (BinaryMethod.com, binary.god@gmail.com). All rights reserved. 

Redistribution and use in source and binary forms, with or without modification, are permitted provided 
that the following conditions are met: 

1. Redistributions of source code must retain the above copyright notice, this list of conditions 
and the following disclaimer. 

2. Redistributions in binary form must reproduce the above copyright notice, this list of conditions 
and the following disclaimer in the documentation and/or other materials provided with the 
distribution. 

3. Neither the name of BinaryMethod.com nor the names of its contributors may be used to 
endorse or promote products derived from this software without specific prior written 
permission. 

THIS SOFTWARE IS PROVIDED BY THE COPYRIGHT HOLDER{ !b5 /hb¢wL.¦¢hw{ ά!{ L{έ !b5 !b¸ 
EXPRESS OR IMPLIED WARRANTIES,INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OF 
MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE AREDISCLAIMED. IN NO EVENT SHALL 
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THE COPYRIGHT OWNER OR CONTRIBUTORS BE LIABLE FOR ANY DIRECT, INDIRECT, 
INCIDENTAL,SPECIAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO, 
PROCUREMENT OF SUBSTITUTE GOODS ORSERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSINESS 
INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY,WHETHER IN CONTRACT, STRICT 
LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE 
OFTHIS SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE. 
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9. Troubleshooting 

I cannot connect to Internet 

¶ If you use a Mobile Internet Device to connect: 

o Check that the SIM card is correctly inserted into the Mobile Internet Device and it is 
inserted properly in the connection port of your computer. 

o Make sure that the Mobile Internet Device is turned on (check LED lights up). 

o Make sure that the Mobile Internet Device is registered in the network. 

¶ If you use a Telephone to connect: 

o Check that the SIM card is correctly inserted into the Telephone and there is 
connection between the computer and the phone ό.ƭǳŜǘƻƻǘƘΣ ¦{. ǇƻǊǘΧύ 

o Check the phone is being recognized by Mobile Connection Manager; to do that, check 
that its name is active in the main application window. If not, you can select it by 
clicking on Preferences >> Devices >> Device GPRS/3G. 

¶ If you use a Wi-Fi device (AirPort) to connect: 

o Make sure that the Wi-Fi device is correctly selected. In order to do so, check if AirPort 
is turned on; go to Open Networks preferences and then click on Turn AirPort on and 
then press Apply. 

o Make sure that the network parameters of the connection which you wish to use to 
connect are correct. These parameters are accessible from the Preferences >> My 
Internet connections window, by clicking on the Modify button. 

¶ If the problem persists, contact with the o2 Customer Support service at the following URL 
address http://www.o2.com/about/o2_customer_service.asp 

 

 

 

 

 

http://www.o2.com/about/o2_customer_service.asp
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10. Glossary of Terms 

Most of the definitions of the terms included in this section have been taken from Wikipedia 

 

0-9 A B-C D E-F G-H I-J-K L M N-O-P Q-R S-T U V-W-X-Y-Z 

 

0-9 

¶ 2G: See GSM. 

¶ 2.5G: See GPRS. 

¶ 2,75G: See EDGE. 

¶ 3G: See UMTS. 

¶ 3.5G: See HSPA. 

¶ 3.5G+: See HSPA. 

 A 

¶ ADSL (Asymmetric Digital Subscriber Line). This is a high speed digital line, supported on a 
twisted copper pair of the conventional telephone line or the subscriber line. It involves broad 
band Internet access technology, which enables faster data transmission. 

¶ Antivirus: These are programs that detect and eliminate computer viruses and other malicious 
programs, which can seriously affect how your computer performs. 

¶ APN (Access Point Name). This is the name of an access point, used in mobile technology 
(GPRS, 3G). 

B-C 

¶ Bluetooth®: Personal short-range communications technology. Several companies promote it, 
including bluetooth® SIG and the IEEE 802.15.1 group. 

D 

¶ DNS (Domain Name System). This is a distributed and hierarchical database that stores 
information associated with domain names in Internet networks. Every IP address has a unique 
name. 

¶ Driver: A computer program that allows the operating system to interact with a peripheral 
device or database, abstracting the hardware and providing an interface to use it. 

http://es.wikipedia.org/
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E-F 

¶ EDGE (Enhanced Data for Global Evolution). EDGE is a data system used on top of GSM 
networks that provides faster data speeds than GPRS, the technology it makes obsolete. It has 
a theoretical maximum downlink data rate of nearly 475Kbps, which qualifies it as a 3G 
technology based on ITU guidelines, even if typical implementations are configured for non-3G 
speeds. Generally, it is referred to as 2.75G. 

¶ Encryption: This is the process of transforming information (referred to as plaintext) to make it 
unreadable to anyone except those possessing special knowledge. 

¶ Firewall: Firewall. This is a hardware or software element used in a computer network in order 
to prevent some types of communication prohibited by network policies, which are based on 
user necessities. 

¶ Firmware: It is a program block of instructions for specific purposes, recorded in a ROM type 
memory, which establishes the lowest level logic which controls the electronic circuits of any 
type of device. 

G-H 

¶ GPRS (General Packet Radio Service). It is simply a modification of the form of transmitting 
data in a GSM network, passing from GSM circuit switching to packet switching. Commonly 
known as 2.5G. 

¶ GSM (Global System for Mobile Communications). This is a worldwide standard for digital 
mobile phones. Commonly known as 2G. 

¶ HSPA: The abbreviation HSPA comes from the joining of HSUPA technology for uplink (High 
Speed Uplink Packet Access) and HSDPA for downlink (High Speed Downlink Packet Access). 
The HSPA connection devices are prepared to support a data downloading speed of up to 7.2 
Mbps and an uplink speed of up to 2 Mbps. 

I-J-K 

¶ Intel: Multinational that manufactures microprocessors, specialized integrated circuits such as 
auxiliary integrated circuits for computer base plates and other electronic devices. On June 0f 
2005, Intel reached an agreement with Apple Computer, for Intel to supply processors for 
!ǇǇƭŜ t/ΩǎΣ ŀƴŘ ǘƘŜ ǘǊŀƴǎƛǘƛƻƴ ŦǊƻƳ ǘƘŜ ǘǊŀŘƛǘƛƻƴŀƭ tƻwerPC was made between 2006 and 2007. 
Finally, at the beginning of 2006, the first Apple computers with Intel Core Duo processors with 
dual-core. 

¶ Internet: It is a worldwide network of millions of interconnected computers with the set of 
TCP/IP protocols. This name is also used as a common noun to designate any network of 
networks which uses the same technologies as Internet, independently of its extension or of 
whether it is public or private. 

¶ Intranet: This is a private, corporate or educational Local Area network (LAN) which provides 
tools via Internet, whose principal function is to provide business logic for capture, reports, 

http://en.wikipedia.org/wiki/Information
http://en.wikipedia.org/wiki/Plaintext


                                         Mobile Connection Manager for Mac OS X - User 
Manual  

 

Page 34 of 35 

consultation, etc. in order to aid in the production of these work groups; it is also an important 
means for the diffusion of internal information at the work group level. 

¶ IP (Internet Protocol). It is a protocol, not oriented towards connection, which is used both by 
the origin as well as by the destination for communication of data by means of switched 
packets. 

L 

¶ LED (Light Emitting Diode). A semiconductor device which emits monochromatic light, when it 
is directly polarized and an electric current passes through it. 

¶ LOG: Any manner of recording the actions performed in the application, where every user who 
enters into the system, the commands and programs that this user executes, and the date and 
hour of execution are stored. 

M 

¶ Modem: It comes from the words modulator/demodulator. The modem acts as data circuit 
terminal equipment (DCTE), permitting the transmission of a digital data flow by means of an 
analogical signal. 

¶ Multimedia: This is the quality of a system or document which uses more than one content 
form at the same time in the presentation of information, such as text, image, animation, video 
and sound. 

N-O-P 

¶ PIN (Personal Identification Number). This is a numerical value used for identification and 
access to certain systems, such as mobile phones or ATM machines. 

¶ PowerPC: Microprocessor architecture created by the Apple-IBM-Motorola alliance, known as 
AIM.  The processors are produced by IBM and Motorola, and are mainly used on Apple 
Macintosh computers. 

¶ Proxy: A program or device which performs an action on behalf of another. The most common 
objective associated with this representation is permitting all of an organizationΩǎ ŎƻƳǇǳǘŜǊǎ ǘƻ 
access Internet, when only one computer is able to be connected, i.e., when there is only one 
IP address. 

Q-R 

¶ Radio: Relative to radiofrequency. It is applicable to the portion of the electromagnetic 
spectrum in which electromagnetic waves can be generated, applying alternating current to an 
antenna. These frequencies cover several bands of the spectrum. 

¶ Roaming: General term that refers to the extending of connectivity service in a location that is 
different from the home location where the service was registered. Within this definition, there 
is international roaming, if the network belongs to foreign service provider, or national 
roaming, if the network accessed is located in the same country as the home location. 
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S-T 

¶ SIM (Subscriber Identity Module). This is a logical application which is executed with a 
smartcard. It is often used for the unique identification of phone numbers. 

¶ Operating System: This consists of a set of programs or software whose intention is to permit 
the user to ŎƻƳƳǳƴƛŎŀǘŜ ǿƛǘƘ ŀ ŎƻƳǇǳǘŜǊΣ ǿƘƛƭŜ ƳŀƴŀƎƛƴƎ ǘƘŜ ǳǎŜǊΩǎ ǊŜǎƻǳǊŎŜǎ ƛƴ ŀ ŎƻƴǾŜƴƛŜƴǘ 
and efficient manner. It begins to work when the computer is turned on, and it manages 
machine hardware from the most basic levels. 

¶ SMS (Short Message Service). It involves a service which is available in mobile telephones, 
which permits the sending of short messages between mobile telephones, landline phones and 
other devices. 

U-V-W-X-Y-Z 

¶ UMTS (Universal Mobile Telecommunications System). This is the third generation system of 
mobile telecommunications. Commonly known as 3G. 

¶ URL (Uniform Resource Locator). This is the chain of characters by means of which a unique 
address is assigned to each of the information resources available on Internet. 

¶ USB (Universal Serial Bus). This is an interface which provides a standard serial bus to connect 
devices to a personal computer (generally a PC). 

¶ Wi-Fi. Wi-Fi is a trademark  of the Wi-Fi Alliance that manufacturers may use to brand certified 
products that belong to a class of wireless local area network (WLAN) devices based on the IEEE 
802.11 standards. Because of the close relationship with its underlying standard, the term Wi-Fi 
is often used as a synonym for IEEE 802.11 technology. The term Wi-Fi suggests Wireless 
Fidelity, resembling the long-established audio-equipment classification term high fidelity or Hi-
Fi. However, based on Phil Belanger's statement, the term Wi-Fi was never supposed to mean 
anything at all. 

 


